
• Rated and approved on building sites across Australia 

• All pallets are engineering certified and load tested for Static WLL 5000kgs and Lifting WLL 2500kgs 

• All material Pine (F8 rating) with angle iron protection strip on both sides 

• Suitable to be crane lifted and of light construction material  

• Developed and designed with thorough consultation with Australian plaster board manufacturers  

• Engineering and stress analyzing program was specially developed for these pallets 

• All joints are bolted with Galvanised bolts c/w Galvanised Nyloc nuts and Galvanised washers 

• Pallets are identified by your Company Name painted on each end of the pallet  

• Strap Nails (8) to protect timbers from fork tynes 

Terms & Conditions  

• Prices are GST exclusive  

• Prices are subject to change should supplier material costs increase  

• Costs are valid for a period of 14 days after placement of order date  

• Completion approximately 3 – 4 weeks depending upon supply chain 

• Prices FOB from Dandenong Factory  

• Terms: 50% deposit and balance due prior to collection of pallets  

Direct Exhibition Solutions T/A Handling Systems | 40 Mickle Street  Dandenong South  Victoria 3175 

 P: (03)  9706 6188 | E: sales@handlingsystems.com.au | www.handlingsystems.com.au  

SIZE TARE WEIGHT <10 10—20  21—60+ 

3600 x 1200 wide  107kg  $1010 $979 $953 

3600 x 1350 wide  130kg  $1055 $1020 $999 

4800 x 1200 wide  170kg  $1173 $1152 $1122 

4800 x 1350 wide  200kg  $1254 $1234 $1193 

Size & Qty Pricing 

Parts for purchase 
• Pallet Plates 

• Pre Drilled Timber parts (lengths & widths 
F8 rated) 

• Nyloc nuts 

• Signage stencils 

• Galvanized bolts 

• Steel angle 


